Bo HV Supply and Lead

Hans Jostlein, March 30, 2007

Abstract

We have built and tested a noise filter and HV lead for the Bo TPC.
The system performs up to 100 kV, where the requirement is for 25 kV.
Future R&D will be needed to extend the HV operating range for larger drift distances.

Introduction

The TPC being built for the “Bo” cryostat is shown below:
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This note describes the HV lead design, the HV filter, and results of a HV test done on

3/30/2007

The HV Lead for Bo
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HDPE tube,

nominal size 1 3/8" X 3/4 hole
Actual hole diameter is 0.58"
5/8 rod is forced into the hole.

HDPE OD is turned to

1.345" for top 18 inches,

turned to 1.300 for remainder of 6 ft length.
Top 18" make the vacuum seal.

Rod is cooled with LN2 and forced

into the 1 3/8" OD stainless seamless tube.
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The Bo Cathode HV Connection

Dimensiof List:

G10 cylinder 10.000" OD 11.750
Chamberfholes on 11 3/4" diameter

Ring # 1 92 1/8" OD, 10" ID, 3/16" thick
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6 each 10-32 screws,
tapped into the
laminated
cathode ring
assmbly

HV feed:

11,600 Center conductor 5/8" Schqd. 405 pipe size
J ] 1.000 (0.675" 0OD,0.091" wall, 0.493" ID)
X Ground tube 1 3/8 OD SS:
22.35.1.67=20.68--make cylinder exactly 20" high, Cathode connection pipe 1/2" tube
for a total chamber height of 20+1.67=21.67" Cathode ring 3/4" tube, bent

Photo-
cathode

Bo Cathode EEns ey

1.500



The HV Filter Pot
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Test results

We have tested the HV lead, connected to the Glassman HV supply via the filter pot, for
a HV test in LN2.

An initial test with the lead in air, and the HV filter pot filled with air (not the Diala oil)
showed breakdown at 32 kV. This compares to the nominal drift HV need for BO of 25
kV.

After filling with LN2 and oil, we reached a maximum of 132 kV before breakdown.
After the initial breakdown, the system held 100 kV, but not 110 kV.



Conclusion

The existing HV lead, filter pot, and cables are adequate for operation of Bo.

For operation at 2.5 m drift, e.g. in the LAr purity demonstration TPC , a voltage of 125
kV will be needed, and some more R&D work needs to be done to identify the
breakdown area and improve the HV capability.



